
DELIVERING BEAUTIFUL, ACCURATE, 
REPEATABLE COLOR
Designed to work effectively on popular screen printing 
equipment, Zodiac™ Aquarius™ inks achieve impressive 
results on virtually all textiles to meet the ever-changing 
requirements of printing applications.

To further achieve exceptional product quality, Zodiac 
Aquarius inks are for use from the COROB EVOFLX LW system 
to offer an ink measuring and dispensing system that not 
only ensures our ink’s brilliance but provides accurate, 
repeatable color.

MEASURE IN IMS 3.0 —
DISPENSE USING COROB’S EVOFLX LW
The EVOFLX LW dispenser is ideal for screen printing 
applications that use water-based inks. All inks in the 
Zodiac portfolio are compatible with the IMS 3.0 ink mixing 
system, which is directly accessible on the COROB EVOFLX 
LW dispenser interface. The IMS 3.0 platform manages 
color and inventory by offering tools for color creation and 
standardization. Color chip images appear with formulations 
to help aid visual communication.

Zodiac™ Aquarius™ Inks 
Dispensed by the
COROB EVOFLX LW Dispenser

SPECIALTY INKS



IMS 3.0 ALSO PROVIDES:
• Access to Pantone® color formulas,  

licensed annually

• Ability to create/clone and store  
custom formulas

• Password-protected brand formulas

• Ink room management tools, such as  
inventory tracking and ink reuse

• Exportable, shareable and printable  
ink formulas

• Costing tools

FEATURES
• Ideal for water-based inks

• 15 canister capability

• Mix and match canister sizes: 1.5L, 2.5L, and 5L

• Canister stirring is pre-set or with variable timing 
to keep inks fresh

• Access to front, back, and side panels helps 
service personnel easily maintain the machine

• 5G control system allows technicians to remotely 
diagnose any dispenser functions

• Operating platform allows settings to be 
saved and automatically recalled, eliminating 
reconfigurations

• 5G provides 10x faster communication speed, 
making installations and updates quick and 
convenient

• Real-time monitoring via Internet of COROB  
cloud services

• Connectivity with major spectrophotometer 
brands

For more information about Zodiac Aquarius inks, visit zodiacinks.com  
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