
QMX1130 WET-ON-WET 
WHITE BASE

QMX1130 WET-ON-WET White Base is designed to work with the QCM QMX system. 

Follow the mixing directions in the QMX formula guide. Higher mesh counts may be used with a possible loss of opacity. 

 Screens stretched to a minimum of 25 newtons are recommended. If 
using lower tension screens, adjust off contact accordingly. 

 

 

Use just enough squeegee pressure to deposit the ink on the surface 
of the shirt. This will enhance the opacity and also ensure a better 
cure. Try not to drive the ink into the fabric. A 70 durometer sharp 
squeegee is recommended. 

 

 

 

 

Internationally compliant

Non-phthalate

 

https://specialty-inks.upwardsites.com/services/compliance-support

 

 

The information above is given in good faith and does not release you 
from testing inks and fabrics to confirm suitability of substrate and 
application process to meet your customer standards and 
specifications.

 

 

Unused ink will need to be disposed of 
responsibly. Standard plastisol 
cleaners, press wash, or ink degradant 

Flash: 140-150F on pre-heated 
pallets 
Cure: Follow the normal 
temperature guidelines.

Cotton

SDS: www.avient.com/resources/
safety-data-sheets or contact your 
local CSR

QMX colorsCounts: Dependent on the ink 
QMX-1130 is added to. 
Tension: N/A

2020, Avient Corporation. Avient makes no representations, 
guarantees, or warranties of any kind with respect to the 
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information. Avient makes no warranties or guarantees respecting 
suitability of either Avient’s products or the information for your 
process or end-use application. You have the responsibility to 
conduct full-scale end-product performance testing to determine 
suitability in your application, and you assume all risk and liability 
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any product. AVIENT MAKES NO WARRANTIES, EXPRESS OR 
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any patented invention without permission of the patent owner.

 
 
 

N/A 
Profile: N/A 
Stroke: N/A 
Angle: N/A

65 -95 F (18 -35 C) Avoid direct 
sunlight 

Standard Emulsion 
Off Contact: N/A 
Emulsion Over Mesh: N/A
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