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Crystalina is a glitter ink plastisol that is used for special effects, primarily as a 2nd layer over another color to add a glitter effect to that
underlay color.

Highlights Printing Tips
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4\ Add a glitter effect to almost any print.

4 As recommended, mesh counts higher than 40 (15 metric) should not
be used as this will limit the inks ability to fl ow onto the garment and
4\ Can be printed directly or as an over-print. will result in a very spotty, irregular finish.

2 Glitter Plastisol inks are supplied ready to print. Reducer/Detackifier
(PLRE-9000) may be added if a thinner consistency is required.

' Compliance \ I

4\ Internationally compliant

2 Non-phthalate

4\ https://www.avientspecialtyinks.com/services/compliance-support

Precautions \ l

4\ The information above is given in good faith and does not release you
from testing inks and fabrics to confirm suitability of substrate and
application process to meet your customer standards and
specifications.

Recommended Parameters ’ \ l
Clean Up

Standard plastisol cleaners, press
wash, or ink degradant

Fabric Types
Cotton

Flash & Cure

Flash: Pre-heat pallets
Cure: 300°F

Health & Safety

Pigment Loading L. Find safety information here:
Printed underlay www.avient.com/resources/safety-data-
—| I_ sheets or contact your local CSR

Mesh

Counts: 25-40
Tension: 25n/cm3
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Stencil

Standard Emulsion

Off Contact: 1/16” (2mm) or greater
Emulsion Over Mesh: 15-20%

process or end-use application. You have the responsibility to
sunlight conduct full-scale end-product performance testing to determine
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