
QCM™ Special Effects and Additives 
Refer to the QCM special effect and additive product codes  
to find your new corresponding Avient Specialty Inks products 

AVIENT SPECIALTY INKS

PRODUCT SELECTION GUIDE

SHIMMERS

QCM Product Code ASI Product Code

MTL902 Sparkling Silver
MTL903 Metallic Platinum
MTL905 Bright Metallic Platinum

15370 Infinite FX Silver Shimmer

MTL204 Sparkling Gold 85770 Infinite FX Brite Gold Shimmer

GLITTERS

QCM Product Code ASI Product Code

GL9010 Silver
GL9030 Gunmetal 15330 Infinite FX Silver Glitter

GL2020 Gold 89020 Infinite FX Pale Gold Glitter

GL2120 Cosmic Crystals 15350 Infinite FX Crystalina

LIQUIDS

QCM Product Code ASI Product Code

MTL220 Metallic Bright Gold 80222 Infinite FX Liquid Mirror Gold



SOFT TEXTURE

QCM Product Code ASI Product Code

QS3001 Suede Base K2560 Infinite FX Suede Base

MEDIUM TEXTURE

QCM Product Code ASI Product Code

QP1100 White Puff 11000 Infinite FX Nupuff White

PLPE9111 EF Plastipuff Additive K2982 Flexipuff Additive

REFLECTIVES & LUMIN

QCM Product Code ASI Product Code

LF1007 Glow K2550 Infinite FX Glow-in-Dark

CLEARS

QCM Product Code ASI Product Code

LF1070 Gel Clear K2430 Infinite FX SE Gel Clear

STRETCH BASES

QCM Product Code ASI Product Code

STR110 Stretch Clear Base K2587 Infinite FX Stretch Base

EXTENDERS

QCM Product Code ASI Product Code

LF1020 Clear Soft Hand Base K2920 Finesse



REDUCERS

QCM Product Code ASI Product Code

DP5011 Curable Reducer K2915 Curable Reducer

THICKENERS & CATALYST

QCM Product Code ASI Product Code

QB6600 Nylon Bonding Agent K2940 Hugger Catalyst

CMYK COLOR PROCESS INKS

QCM Product Code ASI Product Code

WOW219 WOW-219 PROCESS YELLOW K2630 INFINITE FX PROCESS YELLOW

WOW492 WOW-492 PROCESS MAGENTA K2620 INFINITE FX PROCESS MAGENTA

WOW523 WOW-523 PROCESS BLUE K2610 INFINITE FX PROCESS CYAN

WOW920 WOW-920 PROCESS BLACK K2640 INFINITE FX PROCESS BLACK
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